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MSP430 Egel kit with MSP430G2553

Bit Function
-------------------
P1.0 - Led Red
P1.1 - RXD
P1.2 - TXD
P1.3 - S2/ADC
P1.4 - STE/nRF-CSN
P1.5 - CLK/nRF-SCK
P1.6 - SCL/nRF-MISO/Led Green
P1.7 - SDA/nRF-MOSI/ADC

P2.0 - RC5-input
P2.1 - IR-Led
P2.2 - Free
P2.3 - nRF-CE
P2.4 - PWM/Relais
P2.5 - nRF-IRQ
P2.6 - Xout
P2.7 - Xin
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De Egel kit bestaat uit de volgende onderdelen

- USB RS232/Voedings kabel

- Led print

- Twee printen

- Mini breadboard

- Flink wat connectoren

- Zakje met losse (SMD) onderdelen

- Processor MSP430G2553

- Twee druktoetsen

- Bundel draadjes

Gebruikte soldeerpasta:

http://www.reichelt.de/Flux-Solder-Paste/ULF-10/3/index.html?&

ACTION=3&LA=2&ARTICLE=98664&GROUPID=4132&artnr=ULF+

10

https://www.conrad.nl/nl/soldeervloeimiddel-stannol-loetfett-100-g-

inhoud-100-g-f-sw-21-826102.html

https://www.conrad.nl/nl/soldeerpasta-stannol-165018-inhoud-50-g-f

-sw-26-588206.html

Solderen SMD

Gebruik een schone soldeerbout van ongeveer 40 Watt.

De punt van de bout kan het beste een beetje stomp

zijn, als een heel kleine schroevendraaier.

Gebruik een goede best verlichte loupe. Een sterke

leesbril of twee zwakkere over elkaar doen ook wonderen.

Smeer de te solderen pads in met voldoende flux of pasta,

plaats het juiste onderdeel voorzichtig en centreer hem.

Doe een klein beetje soldeer op de punt.

Het is handig niet te korte nagels te hebben daarmee

kun je het onderdeel fixeren. Als het verschuift plaats

je hem opnieuw net zo lang tot het lukt.

Dan houd je de soldeerbout tegen het eerste pad en als
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het goed zit vloeit de soldeer van de punt naar het pad

en onderdeel. Zie foto.

Montage

Op beide printen zitten enkele SMD onderdelen.

Kijk goed op de bouwtekeningen voor de juiste plaatsing.

Let op!! De AMS1117 is vervangen door de MIC5209 vanwege

zijn betere prestaties.

Soldeer eerst alle SMD onderdelen.

Let op pak er maar een tegelijkertijd want ze kunnen er

hetzelfde uitzien. Eerst de weerstanden en condensatoren.

Dan de voedingschip en de mosfet en de leds.

Daarna de resterende onderdelen. Het is aan te bevelen eerst

de laagste onderdelen te monteren etc.

Tenslotte de processor van noForth voorzien en in de DIL-voet

plaatsen. USB kabel op de PWR-connector rechtsboven aansluiten

(let op de juiste volgorde) en dan de USB in de PC steken.

De PC laadt dan de juiste driver (PL2303 Prolific driver).

Op de Egel kit zullen de beide leds oplichten.

Start dan een terminal programma als Teraterm of Coolterm.

Selecteer de correcte RS232 verbinding en type enter.

Als alles werkt antwoord noForth met OK. Type nu COLD en

de opstartmelding zou moeten verschijnen.

Succes.
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TSM2302  
20V N-Channel Enhancement Mode MOSFET 

 
 

Pin assignment:  
1. Gate 

  2. Source 
                                3. Drain 

 
 

VDS = 20V 
RDS (on), Vgs @ 4.5V, Ids @ 3.6A = 65mΩ 
RDS (on), Vgs @ 2.5V, Ids @ 3.1A = 95mΩ 

Features 

� Advanced trench process technology                   
� High density cell design for ultra low on-resistance 
 

 

� Excellent thermal and electrical capabilities 
� Compact and low profile SOT-23 package 
 

Block Diagram 

 

Ordering Information 

Part No. Packing Package

TSM2302CX Tape & Reel SOT-23 
  

 
 

Absolute Maximum Rating (Ta = 25℃ unless otherwise noted) 

Parameter Symbol Limit Unit 

Drain-Source Voltage VDS 20V V 

Gate-Source Voltage VGS ± 8 V 

Continuous Drain Current ID  2.4 A 

Pulsed Drain Current IDM 10 A 

Ta = 25 oC 1.25 Maximum Power Dissipation 

Ta = 75 oC 

PD 

0.8 

W 

Operating Junction Temperature TJ +150 oC 

Operating Junction and Storage Temperature Range TJ, TSTG - 55 to +150 oC 

Thermal Performance 

Parameter Symbol Limit Unit 

Lead Temperature (1/8” from case) TL 5 S 

Junction to Ambient Thermal Resistance (PCB mounted) Rθja 100 oC/W 
Note: Surface mounted on FR4 board t<=5sec. 
 
 
 
 

 

 











TSOP321.., TSOP323.., TSOP325.., TSOP341.., TSOP343.., TSOP345..
www.vishay.com Vishay Semiconductors

 

 

Rev. 1.3, 06-May-14 1 Document Number: 82490

THIS DOCUMENT IS SUBJECT TO CHANGE WITHOUT NOTICE. THE PRODUCTS DESCRIBED HEREIN AND THIS DOCUMENT
ARE SUBJECT TO SPECIFIC DISCLAIMERS, SET FORTH AT www.vishay.com/doc?91000

IR Receiver Modules for Remote Control Systems

MECHANICAL DATA
Pinning for TSOP341.., TSOP343.., TSOP345..:

1 = OUT, 2 = GND, 3 = VS

Pinning for TSOP321.., TSOP323.., TSOP325..:

1 = OUT, 2 = VS, 3 = GND

FEATURES
• Very low supply current

• Photo detector and preamplifier in one package

• Internal filter for PCM frequency

• Improved shielding against EMI

• Supply voltage: 2.5 V to 5.5 V

• Improved immunity against ambient light

• Insensitive to supply voltage ripple and noise

• Material categorization: 
for definitions of compliance please see 
www.vishay.com/doc?99912

DESCRIPTION
These products are miniaturized receivers for infrared 
remote control systems. A PIN diode and a preamplifier are 
assembled on a lead frame, the epoxy package acts as an 
IR filter.

The demodulated output signal can be directly connected to 
a microprocessor for decoding. The TSOP321.., TSOP341.. 
are legacy products compatible with all common IR remote 
control data formats. The TSOP323.., TSOP343 are 
optimized to better suppress spurious pulses from energy 
saving fluorescent lamps. The TSOP325.., TSOP345.. have 
an excellent noise suppression. They are immune to 
dimmed LCD backlighting and any fluorescent lamps. AGC3 
and AGC5 may also suppress some data signals in case of 
continuous transmission. Between these three receiver 
types, the TSOP323.., TSOP343.. are preferred. Customers 
should initially try the TSOP323.., TSOP343.. in their design.

This component has not been qualified according to 
automotive specifications.

16672

1
2

3

PARTS TABLE

AGC LEGACY, FOR SHORT BURST
REMOTE CONTROLS (AGC1)

NOISY ENVIRONMENTS AND
SHORT BURSTS (AGC3)

VERY NOISY ENVIRONMENTS
AND SHORT BURSTS (AGC5)

Carrier 
frequency

30 kHz TSOP34130 TSOP32130 TSOP34330 TSOP32330 TSOP34530 TSOP32530

33 kHz TSOP34133 TSOP32133 TSOP34333 TSOP32333 TSOP34533 TSOP32533

36 kHz TSOP34136 TSOP32136 TSOP34336 TSOP32336 (1)(2) TSOP34536 TSOP32536(1)(2)

38 kHz TSOP34138 TSOP32138 TSOP34338 TSOP32338 (3)(4)(5)(6) TSOP34538 TSOP32538 (3)(4)(5)

40 kHz TSOP34140 TSOP32140 TSOP34340 TSOP32340 TSOP34540 TSOP32540

56 kHz TSOP34156 TSOP32156 TSOP34356 TSOP32356 TSOP34556 TSOP32556

Package Mold

Pinning 1 = OUT,
2 = GND, 3 = VS

1 = OUT, 2 = VS,
3 = GND

1 = OUT,
2 = GND, 3 = VS

1 = OUT, 2 = VS,
3 = GND

1 = OUT,
2 = GND, 3 = VS

1 = OUT, 2 = VS,
3 = GND

Dimensions (mm) 6.0 W x 6.95 H x 5.6 D

Mounting Leaded

Application Remote control

Best remote control code (1) MCIR  (2) RCMM  (3) Mitsubishi  (4) RECS-80 Code  (5) r-map  (6) XMP-1, XMP-2

http://www.vishay.com


Patch voor de MCP131-24 op Egel kit

Om de inhoud van het Flash geheugen van de MSP430G2553 
te beschermen is een SVS (Supply Voltage Supervisor) nodig.
In plaatjes getoond hoe die op de Egel kit geplaatst wordt.

1) Voorbehandelen MCP131

2) Krimpkous voor isolatie

4) Patchpunten voor MCP131 op Egel kit



3) Plaatsing op Egel kit 

4) Gesoldeerd op Egel kit

Na deze behandeling is noForth en je eigen programma's 
veilig aan boord van de Egel kit!




